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Kessick Contemporary Wine Racking was developed to meet the request for wine cellar 
storage and display in a contemporary format. Instead of trying to retrofit traditional 
wine cellar racking into contemporary designs, Kessick has created a design on an 
entirely new format. 

This contemporary, fully assembled wine storage system is not just any box; its 1 ¼” 
walls are constructed from hardwood core plywood (no engineered materials) and have 
mitered corners. The addition of a Mahogany, black lacquer or brushed aluminum face 
frame, compliment the component by giving it a solid, yet sleek modern appearance. 

The inside and outside of the box are lacquered in a satin, black finish. The standard 
face frame is a wood accent of Mahogany or black lacquer with an upgrade option of 
brushed clear anodized aluminum (stainless steel look). The interior of the box can be 
pre-wired with dimming LED lights that create a visual experience like none other for 
wine storage and display.

There are numerous aftermarket accoutrements of metal, wood, plastic, and glass that 
can be used in conjunction with the Kessick Contemporary product to create seemingly 
infinite design possibilities.

NO ASSEMBLY REQUIRED - READY TO INSTALL

Product Description
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Horizontal Component Dimensions:   29.5”w  X  18” h  X  12.5” d

Vertical Component Dimensions:   18”w  X  29.5” h  X  12.5” d

Box Construction: 1.25” Hardwood-core B+ plywood with factory assembled mitered corners.

                                  .25” back with (2) .75 x 3” installation rails. 

Face Frames:  (1) Sapele mahogany, (2) Black Lacquer,  (3) Clear anodized (stainless look) brushed aluminum 

                                    Standard                                              Standard                                     Upgrade Option

                                                                                 

                      

                          

                          Wood options - Most domestic, import and exotic wood species (custom quoted) . 

                          Aluminum face-frame, base & accesory finish options -

Box finish, interior, back and exterior: Pre-catalyzed acrylic lacquer - black, medium rubbed finish (satin). Custom 
colors available (custom quote).

All components come standard with recessed groove and wire chase for factory (optional) installed LED tape lighting 
360 degrees behind face frame. 6 ft of total lighting available; 2 ft minimum recommended per component. 
Aftermarket/jobsite installed lighting can be installed.

Factory installed LED tape light (3500 Kelvin scale) with matched dimmer, switch and drivers (transformer) available. 
Aftermarket/jobsite installed dimmer, switch and drivers may be required to sync with buildings existing electronic 
controls.  

Product Specifications
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Open Component can be used for a variety of storage and display options including:
loose bulk, large bottle display, OWC original wood cases, decanter, stemware and more.

Model Description

KC-H
Kessick Component - Horizontal

29.5"W x 18"H x 12.5"D
Open Component- Can be 

used for a variety of applications

Model Description

KC-H
Kessick Component - Horizontal

29.5"W x 18"H x 12.5"D
Open Component- Shown as

wood wine case storage

Model Description

KC-H
Kessick Component - Horizontal

29.5"W x 18"H x 12.5"D
Open Component- Shown as

 loose bulk storage  (rectangle bin)

Model Description

KC-H
Kessick Component - Horizontal

29.5"W x 18"H x 12.5"D
Open Component- Shown as
large format bottle display

All components available in Vertical format

scale: 3/4"= 1'

Product Line 1
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Model Description

KC-DH
Kessick Component - Horizontal

29.5"W x 18"H x 12.5"D
Diamond Bin

Bottle Capacity: 34

Model Description

KC-TH

Kessick Component - Horizontal
29.5"W x 18"H x 12.5"D
Triangle Bin, Reversable

Bottle Capacity: 40

Model Description

KC-RH2
Kessick Component - Horizontal

29.5"W x 18"H x 12.5"D
Rectangle Bins 2

Bottle Capacity: 40

All components available in Vertical format

scale: 3/4"= 1'

scale: 1/2"= 1'

Diamond, triangle and rectangle bins are all designed for loose bulk storage.

Product Line 2
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Model Description

KC-MCH
Kessick Component - Horizontal

29.5"W x 18"H x 12.5"D
Magnum Cube- Shown with

750 bottle storage - Capacity 15

Model Description

KC-MCH

Kessick Component - Horizontal
29.5"W x 18"H x 12.5"D

Magnum Cube

Bottle Capacity: 15 

Model Description

KC-ICH

Kessick Component - Horizontal
29.5"W x 18"H x 12.5"D

750 ml bottle storage

Bottle Capacity: 28 

All components available in Vertical format

scale: 3/4"= 1'

scale: 1/2"= 1'

Product Line 3
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Model Description

KC-LH
Kessick Component - Horizontal

29.5"W x 18"H x 12.5"D
Label Out display, 3 deep

for 750 and magnums, Capacity: 18

Model Description

KC-PH
Kessick Component - Horizontal

29.5"W x 18"H x 12.5"D
Presentation display

for 750 and magnums

Model Description

KC-VVH

Kessick Component - Horizontal
29.5"W x 18"H x 12.5"D

Vinetage View racks, 3 deep
for 750ml bottles, Capacity: 18

Model Description

KC-SR
Kessick Component - Horizontal

29.5"W x 18"H x 12.5"D
Hanging stemware rack

All components available in Vertical format

scale: 3/4"= 1'

scale: 1/2"= 1'

Product Line 4
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Accessory parts help compliment and expand the design possibilities for the 
Contemporary wine storage and display components. 

From floor mounted to wall mounted, vertically , horizontal or asymmetrical, the design 
possibilities are wide-ranging. 

Accessory Examples

Base Platform

Vertical Transition

Vertical Stand-Off

Cabinet Doors Horizontal Shelf

NOTE: Accesory items 
can sometime act as a 
chase to hide the low 

voltage wire for the LED 
lighting.

Floor  Mounted

Wall Mounted

Wall Mounted
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Accessory parts help compliment and expand the design possibilities for the 
Contemporary wine storage and display components. 

From floor mounted to wall mounted, vertically , horizontal or asymmetrical, the design 
possibilities are wide-ranging. 

Model Description
Vertical stand-off, 2" x 5",  Aluminum (4)A-VSOx4

Vertical transition, 2", Aluminum

Vertical transition, 4", Black Lacquer Finish

 Base Platform w/ adjustable feet, 23.5"w x 6" h x 9.5" d, Aluminum

Horizontal shelf,  10"d x variable width 

A-VT2Alum

A-VT4Black

A-IS

A-BP

A-HS

A-CDS Cabinet Doors, Black Laquer 3/4" slab (same finish as box) 14 3/8 x 17 1/2 (2)

Cabinet Doors, Aluminum frame, 1/4" panel, 14 3/8 x 17 1/2 (2)A-CDA

LED tape lighting, 3500K, dimmable, 12V

LED Driver 1A, (12V transformer)

L-LED

L-T1A

LED Driver 3A, (12V transformer)

LED Driver 2A, (12V transformer)

LED Driver 5A, (12V transformer)

LED in-line 12V dimmer

Accessories

Illuminated LED shelf

L-T2A

L-T3A

L-T5A

L-D

Lighting

Page 10

A-AFF

A-MFF

A-BFF

Face Frame Options

Aluminum Face Frame (Stainless Steel look)

Mahogany Face Frame

Black Lacquer Face Frame

A-SR Stemware Rack
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Design Examples - 
Visit our web-site

for more Design Examples
www.Kessick.com

1000 bottles including Vintage View, 
Extra Bulk  and Wood Case Storage

1/2" SCALE
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Design Examples - 
Visit our web-site

for more Design Examples
www.Kessick.com
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LIFETIME LIMITED WARRANTY

Kessick LLC. (‘‘the manufacturer’’) warrants the original consumer purchaser for as long as they own their home/business that their 
Kessick Contemporary® products will be free from defects in material and workmanship under normal use. This warranty is only 
applicable to products used in residential applications within the United States and is not transferable to subsequent owners. Should 
defects in material or workmanship exist during the applicable warranty period in any Kessick Contemporary product, the 
manufacturer will elect at its discretion to either repair or replace the defective material or component, free of charge. This warranty 
covers only parts and materials of the products supplied by the manufacturer. Not covered under this warranty are counter tops, 
aftermarket accessories, etc. or the costs, including labor, to remove and reinstall materials and related components.

This warranty shall become void if the wine rack components are in any way modified, improperly installed or damaged prior to or 
during the installation. Furthermore, this warranty will not apply to components damaged by misuse, neglect, abuse, acts of God, 
exposure to extreme temperatures or the effects of normal wear and tear. Installation must be in accords to Kessick Installation Guide. 

Natural woods may vary in color, characteristics and exhibit subtle changes as they age.  Sunlight, smoke, household and commercial 
hospitality cleaners and other environmental conditions may also affect the color match over time. These variations are considered to 
be the nature of the material in relation to their environmental exposure and are not covered under this warranty.

The manufacturer reserves the right to alter design, specifications and material without obligation to make similar changes to products 
previously manufactured.

The repair(s) or replacement(s) are contingent upon the current product offerings of styles and construction options within the Kessick 
LLC product line at the time of the warranty claim. If a warranty claim is filed after a Kessick LLC product becomes obsolete, the 
manufacturer reserves the right to honor the warranty in one of the following fashions: 1. To replace the affected component with a 
new component of the same style. 2. To replace the affected component and any other component(s) in the residential/hospitality 
application to achieve a uniform appearance with a similar and comparable product style of the originally purchased style.

If components are replaced, the manufacturer cannot guarantee that the finish of these replacements will exactly match the finish and 
appearance of the components in the residential/hospitality application. This is due to the changes that occur during the woods’ 
natural aging process, affecting its color and grain. THIS WARRANTY IS THE EXCLUSIVE WARRANTY OF KESSICK LLC WITH RESPECT TO 
THE KESSICK CONTEMPORARY PRODUCT. 

This warranty gives you specific legal rights and you may have other rights, which vary from state to state. Some states do not allow 
the exclusion or limitation of incidental or consequential damages, so the above limitations or exclusions may not apply to you.

To obtain replacement(s) under this limited warranty, please contact the store from which the merchandise was purchased, who will 
arrange for inspection of the Component(s). A dated sales receipt as proof of purchase is required to obtain benefits from this 
warranty. If you have difficulty obtaining assistance, please write to:

Kessick Wine Cellars

319 Garlington Rd

Suite B-5

Greenville, SC  29615

Warranty
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Important:

• Follow all local building codes and standards.

• The Kessick Contemporary Components are fully assembled and ready to install right out of the box.

• Damage caused to the KC unit during installation is not covered under the warranty. 

• When handling individual units, watch for zippers, belt buckles, buttons, jewelry and anything else 
that can scratch or damage the black lacquer paint and face frames.

• Be aware that the mitered corners of the box are fragile, and care should be exercised when placing 
a KC unit on the floor or any other surface during installation.

• Pre-drill through the ¼” back and installation rail before driving screws.

Wine bottles weigh an average of 2.25lbs each. The KC units are engineered and built to support the 
maximum weight of the wine that can be placed in and on each component. It is the installer’s responsibility 
to apply the unit to the wall in a safe, secure way. Damage to the KC unit and building structure as a result 
of improper installation is not covered under the warranty. 

KC units are designed and engineered to be installed directly to a structurally sound vertical surface (wall), 
without the need for additional support (cantilevered).  Additionally, Kessick offers accessory parts that can 
act as load bearing supports (as specified in design).  If possible (not required) apply ½”+ plywood over wall 
studs, before applying sheetrock for optimal installation conditions.

Carefully locate all the studs in the walls.  Do not assume all studs are 16” on-center. A number of factors 
can dictate the wall framing layout including, mechanical equipment, electrical, plumbing, a perpendicular 
wall (behind), and more. Identify each individual stud in the installation area. Identify the center of each 
wall stud to ensure the KC units will be properly secured. Kessick Contemporary components where 
designed and tested for wood wall studs.

KC units measure 29.5” wide x 18” high x 12.5” deep. The widths of the face frames measure 29.75” wide x 
18.25”high. 

Installation Guide 1-3
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Open the KC boxes and verify the proper components with the approved design drawings. If an improper 
component is identified, please contact Kessick to make arrangements for a quick correction.

Using the provided elevation plans; carefully lay out the location of each component on the walls specified. 
The plan will specify a vertical or horizontal application, the space between each unit, the space between 
the units and the walls, floor and ceiling.

Note: If you are installing KC units with factory integrated LED lighting, please refer to the lighting 
installation instructions.

Each KC unit has 2 installation rails on the back of each unit (1 top, 1bottom). These are designed to drive a 
screw (#10 x 3” supplied) through, into a structural stud, anchoring the KC unit to the wall. On average, 4 
screws can be used per unit, although there are occasions when only 2 can be applied. A 12” driver 
extension is required for pre-drilling and driving screws in many of the KC units, including 750 cubes, 
magnum cubes, etc.

Tools recommended for installation: 

Cordless drill, pre-drill bit, #2 square driver, 12” driver extension, bubble level and/or laser level, stud finder, 
3rd hand/cabinet extension pole support(optional), non-marring spacer blocks, step ladder and general 
carpentry tools.

Installation Guide 2-3

Page 15



KESSICK WINE CELLARS    CONTEMPORARY   DEALER CATALOG   9-16-11
This catalog is the property of Kessick LLC and is not to be duplicated or distributed without permission  

A typical wall mounted installation:

• Identify components.

• Layout application on walls. Use template provided to mark exact locations.

• Identify structural studs.

• Prep LED lighting- if applicable

• First course (bottom row). Using 2 people and spacer/support, attach KC unit through top installation rail (1 
screw), level unit and apply final screws into wall studs. Repeat process for all units on bottom row, being careful 
to level each unit horizontally with each other and space each unit vertically according to design.

• Second course and up. Apply accessory components (Stand-offs 4.5”h, Vertical Transitions 2” and 4”h, etc.) 
according to design, or cut spacers to design specifications and place on top of the first row of installed 
components. Spacers are not provided, but blocks of packaging foam from box can work well. Make sure that any 
spacers used are non-marring and will nor scratch or damage lacquer paint or face frames. Place the second 
course on top of spacers and secure to wall. Remove spacers carefully and repeat process following design 
specifications.

A typical floor mounted installation:

• Identify components.

• Layout application on walls. Use template provided to mark exact locations.

• Identify structural studs.

• Prep LED lighting- if applicable

• Place base platform on floor. It can sit in front of existing base molding. Level base platform using integrated 
adjustable feet.

• Place first component on top of base platform. Level and anchor to wall.

• Second course and up. Apply accessory components (Stand-offs 4.5”h, Vertical Transitions 2” and 4”h, etc.) 
according to design, or cut spacers to design specifications and place on top of the first row of installed 
components. Spacers are not provided, but blocks of packaging foam from box can work well. Make sure that any 
spacers used are non-marring and will nor scratch or damage lacquer paint or face frames. Place the second 
course on top of spacers (or accessories) and secure to wall. Remove spacers carefully (if applicable) and repeat 
process following design specifications. 

Contact Kessick with any installation questions.

Installation Guide 3-3
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